AGGREGRATE BASE COURSE WIDTH

(NEEDED TO OBTAIN 12.5’ LT & RT OF ¢)
LOCATION WIDTH
STA _TO STA L R
45+35 51+00 2 2
51+00 55+00 2 3
55+00 65+00 2 3
65+00 69+50 0 4
69+50 71470 2 3

AREAS ARE ESTIMATED USING OLD PLANS.
THE CONTRACTOR SHALL ADJUST WIDENING
OPERATION IN THE FIELD TO MATCH THE
EXISTING FULL DEPTH PAVEMENT (12" OF
AGGREGATE). ACTUAL FIELD MEASURED
AREAS WILL BE USED TO PAY THE
CONTRACTOR FOR REMOVAL AND WIDENING
QUANTITIES.
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e VAR 19.5' (BASED ON EXISTING ) VAR ~
PROPOSED TYPICAL SECTION
NORTH BROAD STREET
STA. 45+35.00 TO STA. T1+70.00
* WIDTH VARIES
(1) HOT-MIX ASPHALT SURFACE COURSE, MIX “C, N50 (1.5")
(2) HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50 (2.5") (STA 45+35 TO 69+50)
(3) LEVELING BINDER (MACHINE METHOD), N50
(4) AGGREGATE BASE COURSE, TYPE A 12"
(5) AGGREGATE SHOULDERS, TYPE A 6"
(6) EARTH SHOULDER (INCLUDED IN EARTHWORK)
(7) TOPSOIL (4") (INCLUDED IN EARTHWORK)
EARTH EXCAVATION (WIDENING)
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